
 

 

 

Tesi is daily mindful of the needs of her customers, and she confirms it once more by finding a 

practical solution to the ever-increasing demand for a kit suitable for replacing old ignition tips 

(including other suppliers) in plants around the world. 

The Adaptor Kit is designed to improve the quality of your ignition system, and will allow you to 

install high performance Tesi High energy spark tip in an easy and immediate way. 

Tesi's proven experience will guarantee you a high efficiency product that will make your burner 

reliable and minimize maintenance . 

ADAPTOR KIT – TECHNICAL DATA 

 

ZZA00104 
Adapter with integrated tip not removable. 
 
 
 

 

  

 

 

ZZA00105 
Adapter with replaceable tip 
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Drawings 

High Energy Spark Tips 

CODE ZZA00104 ZZA00105 

LENGTH 593 mm (PUNTA COMPRESA) 

OUTER DIAMETER 22 mm 

CONNECTION TYPE M18 x 1,5 

MATERIAL SS304  SS310 SS316 

OPERATING TEMPERATURE STANDARD 760°C   ALTA TEMPERATURA  1000°C    

IDEAL FOR OUTDOOR, WATERPROOF, GAS, HEAVY OIL 

http://www.tesigroup.com/upload/files/Datasheet%20Ignition/High%20Energy%20Spark%20Tips.pdf

